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SECTION 01400 
 

SPECIAL SAFETY REQUIREMENTS 
05/00 Rev 12/01 

 
 
1 PART 1 GENERAL 
 
1.1 REFERENCES 
 

The publications listed below form a part of this specification to the extent referenced.  The 
publications are referred to in the text by basic designation only. 

 
CODE OF FEDERAL REGULATIONS (CFR) 

 
29 CFR 1910 Occupational Safety and Health Standards 

 
29 CFR 1926 Safety and Health Regulations for Construction 

 
 

ENGINEERING MANUALS (EM) 
 

EM 385-1-1 (1996 and Changes) Safety and Health Requirements Manual 
 

NIOSH Pub No. 84-100 (1984; Supple 1985, 1987, 1988 & 1990) NIOSH Manual of 
Analytical Methods 

 
1.2 SUMMARY 
 
1.2.1 General 
 

This section provides guidelines for preparation of accident prevention plans, and to implement the 
accident prevention clause (this specification) and EM 385-1-1, Safety and Health Requirements 
Manual. The U.S. Army Corps of Engineers Safety and Health Requirements Manual, EM 385-1-1 is 
available from U.S. Government bookstores operated by the Government Printing Office Changes to 
EM 385-1-1 applicable to this contract include only those revisions posted at the following website (all 
revisions up to the time this solicitation is issued): 
http://www.hq.usace.army.mil/soh/hqusace_soh.htm ("Changes to EM").  U.S. Government bookstores 
are located in most major cities including Milwaukee, Chicago, Kansas City, Denver, and Pueblo, 
Colorado. 

 
1.2.2 Description of Work 
 

The primary purpose of the proposed contract is to provide emergency temporary roof repair services 
in support of contracts for disasters or emergency missions assigned to the U.S. Army Corps of 
Engineers by the Federal Emergency Management Agency (FEMA). 

 
1.3 PRECONSTRUCTION CONFERENCE 
 

See Contract Clause "PRECONSTRUCTION CONFERENCE".  A preconstruction conference will be 
scheduled prior to beginning of site work. Requirements relative to planning and administration of the 
overall safety program will be discussed. 
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1.4 ACCIDENT PREVENTION PLAN 
 

The Contractor shall submit, prior to the start of on site construction activity, a proposed accident 
prevention plan that shall be the accident prevention policy to be followed by all of the Contractor's 
and subcontractor's personnel and supervisory staff during performance of the work. 

 
1.4.1 Requirements 
 

The proposed plan shall be developed after a careful analysis of the work involved and shall be tailored 
specifically to the conditions of this project.  The Contractor's accident prevention plan shall contain, as 
a minimum, the following general information or procedures for the activity indicated.  The Contractor 
shall submit his plan for review and acceptance prior to commencing work. 

 
1.4.1.1 Responsible Individual(s) 
 

The Contractor shall designate an onsite employee as the individual responsible for insuring the 
accident prevention plan is implemented and enforced. 

 
1.4.1.2 Subcontractor Supervision 
 

Explain procedures to assure that subcontractor(s) fully comply with the accident prevention plan. 
 
1.4.1.3 Indoctrination of New Employees 
 

The plan shall include provisions for advising workers of the purpose of the accident prevention plan, 
specific hazards on the job and precautions to be taken, emergency procedures, information 
concerning tool box safety meetings, required protective equipment, cleanup rules and location of 
company safety rules (posting or handout). 

 
1.4.1.4 Tool Box Safety Meetings 
 

Hold weekly "Tool Box" safety meetings.  Timely safety subjects shall be determined by a responsible 
individual.  Employees will be informed of time, location, who will conduct, and subject.  Identify 
procedures for including subcontractors.  The Contractor shall provide a copy of the Weekly Tool Box 
Meeting and Monthly Supervisor's Safety Meeting to the Contracting Officer. 
 

 
1.4.1.5 Housekeeping 
 

Daily cleanup of all debris and waste materials is required.  Adequate disposal containers should be 
placed strategically around the site.  Debris shall be removed on a regular basis.  Explain procedures 
that include use of barrels, dumpsters, trash chutes, etc. 

 
1.4.1.6 First Aid and Medical Facilities 
 

First aid facilities shall be made available on the job site.  Arrangements for emergency medical 
attention shall be made prior to start of work.  All emergency numbers (doctor, hospital, ambulance, 
fire department) shall be posted at the project superintendent's office. 

 
1.4.1.7 Sanitation 
 

Include provisions for toilet facilities, drinking water and washing facilities.  A sufficient number of 
toilet facilities as specified in EM 385-1-1 shall be provided unless permission is granted to use existing 
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facilities (portable chemical are authorized).  Insure safe drinking water and individual cups are 
available.  For the projects where corrosive or toxic materials are used, separate washing facilities are 
required. 

 
1.4.1.8 Safety Promotions 
 

The Contractor shall promote accident prevention.  Identify method (posters, awards etc.). 
 
1.4.1.9 Accident Reporting 
 

All accidents (employee injuries, vehicle, building, or equipment damage etc.) regardless of their 
severity shall be reported to the onsite government representative or to the area engineer, who in turn 
will advise the Contractor of forms to be submitted and timeframes. 

 
1.4.1.10 Job Hazard Analysis 
 

When job situations change and it is necessary to alter safety requirements, a Job Hazard Analysis will 
be accomplished, documented, and added as an addendum to the Accident Prevention Plan.  Each Job 
Hazard Analysis shall include, but not be limited to, a description of the work, probable hazards related 
to that work and positive precautionary measures to be taken to reduce or eliminate each hazard.  An 
example of changing situations may be new subcontractors performing work. The onsite government 
representative will determine the format and amount of detail required of the written plan. 

 
PART 2 PRODUCTS (NOT APPLICABLE) 
 
PART 3 PRODUCTS  (NOT APPLICABLE) 
 
 
 
 
 


